
BW Packaging Systems represents the collective capabilities of Barry-Wehmiller packaging companies including, Accraply, BW Flexible Systems, BW Integrated Systems, 
Pneumatic Scale Angelus and Synerlink. Through their diverse capabilities, these companies can collectively provide everything from a single piece of equipment to fully 
integrated packaging systems for a wide range of industries, including: food and beverage, personal care, container manufacturing, pharmaceutical and medical devices, 
household products, paper products and textiles, industrial and automotive, and converting, printing and publishing. 
For more information, go to BWPackagingSystems.com
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• Totally automatic for enhanced safety and effi  ciency

• Latest innovations in PLC control software sensor 

technology and pneumatics

• Easy-to-use 6 in. monochrome touchscreen

• Proven durability and dependability

• Magazine can be loaded while palletizer operates, 

saving time and money

Features

Thiele Model 3017 Empty Pallet Dispenser
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Thiele Model 3017 Empty Pallet Dispenser

The Thiele automatic Model 3017 Empty Pallet Dispenser integrates easily with all of 

Thiele’s automatic palletizing systems.

The Empty Pallet Dispenser off ers advanced technologies guaranteed to increase 

palletizing production and safety while reducing costs. 

Specifi cations

Production Speed

Dependent on palletizer

Dimensions - Pallet Magazine

Outside 
Length

5 ft. 6 in. (1676.4 mm)

Inside Length 5 ft. (1524 mm) without 
spacer bars

Outside 
Width

5 ft. 6 in. (1676.4 mm)

Inside Width 4 ft. 6 in. (1371.6 mm) 
without spacer bars

Outside 
Height

8 ft. 6 in. (2590.8 mm), 
extensions are typically 4 
ft. (1219.2 mm)

Inside Height 6 ft. (1828.8 mm), exten-
sions are typically 4 ft. 
(1219.2 mm)

Power Requirements

Input Power 460 volts, 3-phase, 60 
hertz

Control 
Circuit

115 volts, 60 cycle AC

Current Draw 30 amp supply at 460 volts

Air Requirements

Operating 
Pressure

80 psi (551 kPa)

Line Pressure 90 psi (620 kPa)

Air Use/Cycle 8 cubic ft. per minute

Shipping Weight

3000 lbs. (1361 kg)


